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BMW12

DYNAMIC

Price:

$849.99

manufacturer
NAV-TV SKU NTV-KIT462 weight

3.00 Lbs

market
USA, Rest of
World, Europe

UPC/EAN
00616909358076



The BMW12-DYNAMIC kit allows the user to add up to 3 video inputs and a backup camera

input to the factory media screen in select BMWs. This module will emulate the factory reverse

camera’s steering-based guidelines when in reverse.

Note that if the parking sensors currently display in the center of the viewscreen, then the

camera image will replace the parking sensor image.

NOTE: 2017 year ‘EVO’ touch-screen monitors or ‘CID’-labeled monitors are NOT

compatible with this interface.

Before ordering, be certain you qualified the vehicle correctly. See picture #2 for iDrive

system compatibility. 

Connection Type: OEM Video cable interception

Plug & Play: Yes

Activation: Automatic with CAN (rear cam) or wire trigger & manual push button (AV in)

Video Inputs: 4 composite (3 + 1 rear cam)

Video Outputs: 2 composite (pass-through only)

Audio Inputs: 3 pair analog (pass-through only)

Audio Outputs: 1 pair analog (pass-through only)

To watch a video, please visit https://www.youtube.com/watch?v=ljQnBO8Dv4Q

 

NAV-TV now offers dynamic reverse guideline kits for all screen-equipped BMWs 2006

and up model years. See 'Related' below. 

 

 

Car Radio Versions

iDRIVE (4-PIN)

iDRIVE (6-PIN)

BMW12 DYNAMIC Compatibility Chart

Model Year Range Version Radio Notes

NON-STOCK/NON-STOCK 2000-2024
USA, Rest of World,

Europe
iDRIVE (6-PIN) See Pic #2 to qualify!

http://app.navtv.com

https://www.youtube.com/watch?v=ljQnBO8Dv4Q
http://app.navtv.com
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